
NOTE:

1. WATERTIGHT FRAME & COVER REQUIRED IN

FLOODPLAIN OR WHEN SPECIFIED ON PLANS

2. "MSD OF BUNCOMBE COUNTY" TO APPEAR ON

COVERS ONLY WHEN THE SEWER SYSTEM IS

TO BE MAINTAINED BY MSD
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MATCH FRAME TO EXISTING GRADE FOR

LANDSCAPED LOCATIONS

FRAME SET IN NON-ROADWAY LOCATION

N.T.S.

FRAME SET IN ROADWAY LOCATION

N.T.S.

WATERTIGHT RING AND COVER LOCKING

N.T.S.

STANDARD DETAIL

WATERTIGHT MANHOLE

FRAME & COVER

Metropolitan Sewerage District
of Buncombe County, North Carolina

2.11 - 08.2

PRECAST

CONCRETE

GRADE RING

2" MAX.

COVER

N.T.S

PRECAST MANHOLE

3 BRICKS (MAX.)

BRICK-GROUT

ALL JOINTS

GROUT

12" MAX.

PAVEMENT

2" x 1/4"

BUTYL

MACHINED SURFACES

PRECAST MANHOLE

2" x 1/4"

BUTYL

CONCRETE ANCHOR

BOLT FOUR (4) MIN.
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2'-0"

CONCRETE ANCHOR BOLTS (IF REQUIRED)

5/8"Ø LIFTING BAR (TYP.)

PENTA HEADED S.S. CAM LOCK (IF REQUIRED)

ONE PIECE RUBBER

GASKET (REQUIRED

WHEN SUBJECT TO

INUNDATION)

PENTA HEADED S.S. CAM LOCK

5/8"Ø LIFTING BAR (TYP.)

  DATE APPROVED: MARCH 2017
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