
NO. 12 COPPER TRACER WIRE

ADD 1 ANODE FOR EVERY 1000 FEET

LOCATED 12" TO 18" ABOVE PIPE
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4"MIN. IN SOIL

6"MIN. IN ROCK

VALVE VAULT

AT PUMP STATION

FORCE MAIN

UTILITY MARKING

TAPE

TEST STATION

ADJACENT TO

VALVE VAULT AT

PUMP STATION

TEST STATION (TRACER WIRE

ACCESS BOX) ADJACENT TO

MANHOLE AT EACH END OF

F.M. BY VALVCO, INC. (OR

APP'D EQUAL (SEE SPEC.)

UNDISTURBED EARTH

SELECT BACKFILL

FORCE MAIN

TRACER WIRE (GREEN COATED

NO. 12 COPPER WIRE) INSTALL

WIRE, STRAIGHTENED OUT,

DIRECTLY OVER TOP ℄ OF PIPE,

WITHIN 12" TO 18" OF TOP OF PIPE.

EXISTING OR

PROPOSED GRADE

UTILITY MARKING TAPE (SEE SPEC.)

TRENCH BACKFILL SHALL

BE IN ACCORDANCE WITH

THE TRENCH DETAIL

UNDISTURBED EARTH

STANDARD DETAIL

FORCE MAIN TRACER TAPE AND

WIRE INSTALLATION

Metropolitan Sewerage District
of Buncombe County, North Carolina

9.20 - 03
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